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Pin Length Options
1220=12.20mm

XXXX

Pin plated
T1=Tin 150u"
T2=Tin 200u"
G1=G/F
G2=Gold 3u"
G3=Gold 10u"
G4=Gold 15u"
G5=Gold 30u"

XX
XX

No.of Positions
XX positions

X

Angel Options
D=180°
R=90°
S=SMT
I=IC

Pitch(mm)
A=1.27
B=1.778
C=2.00
D=2.54

X
QZT

X

Specifications
A=Public seat
B=Female seat

X

Insulator Type code
1=Single row
2=DubLe row
3=Three row
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NEW DRAWING

Socket Connectors 2.54mm
L=12.20mm  H=3.0mm

TA
NG

-S-G

2
01

6-
4-

20

T
OL
ER
AVC

E

REV
DESCRIPTION

DATE

REVISION DATA

X.
XX

X     ±
0
.
05

X.
XX

      ±
0
.
15

X.
X 

      ±
0
.
20

X.
  

      ±
0
.
30

AN
GL

E     ±
5
.0
°

PROJECTON

DATE:

DR
AWN:

C
HE

CKED:

A
PPROVE

D:
RE

V:

A0
mm

U
NI

T:
SC

A
LE:

FU
LL

A4

S
IZE:

TI
TLE:

P
A
RT

 
NO

:
Q
Z
T
D2-DXX

XX1220A

D
RA

WING NO:20
1604

20
02

A0
16-4-20

P.C.B LAYOUT


